
KITCHEN COUNTERS
COMPUTER DESKS
RETAIL ENVIRONMENTS
DISPLAY CASES
WORKSTATIONS



FEATURES

• Bright white light – ideal for many task lighting applications
• Dimmable with most standard Incandescent dimmers 
• 120V Xenon lamps require no transformer 
• Frosted tempered glass lens diffuses light  
• Full length specular re•ector optimizes light output 
• Easy installation – bulbs included with each •xture

120V
 Xenon

1 = 8” length
2 = 16” length
3 = 24” length
4 = 32” length

H = Hardwire
P = Plug-in

WH = White
BR = Bronze
BS = Brushed Steel

ORDERING INFORMATION
LXC

Example of finished order – LXC1H-BS
Note: 120V Halogen units (Hardwire only) are available in White and Bronze. 
Substitute LHC for LXC to order.

PHOTOMETRICS
(LXC3H-WH)

120 VOLT XENON UNDER CABINET

Voltage  120V, 60Hz AC operation
Construction Heavy-gauge, extruded aluminum with plastic end caps and plastic ventilation spacers for heat dissipation 
Dimensions H = 1-7/16”, D = 4-3/4”, Available Lengths = 8”, 16”, 24” and 32”
Switching  High/Low/Off rocker switch
Knockouts 1” knockouts standard: one at each end, every 4” along back of housing and every 4” along top of housing
Wattages  1-Light = 20 watts, 2-Light = 40 watts, 3-Light = 60 watts, 4-Light = 80 watts 
Power cord Six foot power cord (included with P units) with two pronged polarized plug, 18AWG
Maximum run 720 watts 
Linking   24” linking extension included with P units
Packaging White box for hardwire units, retail pack for plug-in units  
Accessories LXCP-20BP = Xenon replacement lamp 
Bulb Specs 8,000 hour rated life, 90 CRI, 2800°K, G8 base, 20 watts, 120V, 1-3/4” M.O.L.
Dimmers  Dimmable with most standard Incandescent dimmers
Diffuser  Full length, captive hinged lens cover (4-Light unit has two hinged covers)

TECHNICAL SPECIFICATIONS

Maximum intensity: 110 cd
Luminous •ux: 259
Input wattage: 60 at 120V
Ef•cacy:     4.3 lumens/watt
Beam angle:  64.5°  0-deg plane
  64.2°  90-deg plane
Total ef•ciency:  52.4%
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